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Background 

The National Department of Public Works and Infrastructure (NDPW&I), through the Green Building 

Policy, undertook to initiate the development of an eco-labelling system, whereby materials and 

products related to the construction industry will be rated in terms of their environmental impact. 

Furthermore, the Green Building Policy recommends that existing local or international eco-labelling 

systems be adopted and, where necessary, adapted for application in South Africa.   

The objective of eco-labelling is providing accurate and honest information on environmental aspects 

of products in order to encourage demand and supply of products that are less stressful on the 

environment (SANS 14020, 2003).  

Agremént SA, a Schedule 3A entity established under the Agrément South Africa Act 11 of 2015, is 

mandated to assure non-standardised construction products are fit for purpose as an impartial and 

internationally acknowledged South Africa centre for assessment and certification (Government 

Gazette, 15 Dec. 2015). Agremént SA was selected as the competent body to establish the eco-labelling 

system, which has become known as ecoASA. The ecoASA shall conform with SANS/ISO14020. A task 

team, established by the DPW, assessed existing eco-labelling systems to determine whether any are 

suitable for adoption and application in South Africa. The Good Environmental Choice Australia (GECA) 

eco-labelling system was identified as most likely to be suitable for adaption. 

The criteria in this specification standard are for the most part adopted with permission from the GECA 

standard and adapted to suit the South African context.  
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Introduction to ecoASA specification standards 

This specification standard identifies environmental, quality, regulatory and social criteria that 

products sold in the South African marketplace can meet in order to be promoted as environmentally 

preferable. This eco-labelling specification standard is a government initiated eco-labelling system 

operated by Agrément South Africa and known as the Agrément South Africa Ecolabel (or ecoASA). 

Agrément South Africa is a state-owned public entity which undertakes technical assessments of 

innovative construction products and building systems. 

According to ISO 14020, an environmental label or an environmental declaration is a “claim which 

indicates the environmental aspects of a product or service.” This may be in the form of a statement, 

symbol or graphic on a product label, literature, and advertising. The goal of such a label or declaration 

is to encourage consumer demand for products or services that cause less stress on the environment, 

stimulating market-driven environmental improvement. Standards ensure that claims made are 

accurate and not misleading. 

Three types of environmental labels are recognised, namely, Type I (SANS/ISO 14024, which are based 

on a voluntary third-party programme to assess a product based on environmental impact), Type II 

(SANS/ISO 14021, which are self-declared environmental claims), and Type III (SANS/ISO 14025, which 

present quantified environmental information of the product life cycle). This specification standard is 

for a Type I environmental label, although reference is made to Type II and Type III claims. 

This specification standard is aligned with the guiding principles for environmental labels and 

declarations found in ISO 14020:2000 (SANS 14020:2003) and ISO 14024:1999 (SANS 14024:1999). 

Accordingly, this specification standard strives to provide accurate information regarding the 

environmental aspects of the product with a verifiable factual and technical base. 

Compliance with this specification standard by a product manufacturer is voluntary. The purpose of 

environmental labels is to encourage the demand for and supply of products that cause less stress on 

the environment, through the communication of verifiable and accurate information that is not 

misleading.  

This specification standard may be used by ecoASA-approved environmental auditors to verify whether 

a product conforms to the criteria set by this specification standard. After a product is certified it may 

display the ecoASA eco-label to show that the product has been independently audited and 

demonstrates conformance with the environmental and social criteria detailed in this specification 

standard.  

The principles of Life-Cycle Analysis (LCA) have been used to establish these criteria to address relevant 

environmental loads typical in the product category. As such, this specification standard can also offer 

guidance for South African producers in reducing the environmentally harmful impacts of their 

product. Producers may use the environmental criteria in this specification standard to design and 

refine the processing, manufacturing, and delivery of their product(s). Producers are encouraged to 

include improvements in their product designs and processes to achieve even better environmental 

results where technically feasible. In such cases, ecoASA welcomes feedback to consider incorporating 

improvements during revisions of the specification standard.  

Although all ecoASA eco-labelling specification standards are voluntary, they nevertheless contain 

criteria that address compliance with specific laws and South African National Standards. A 
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prerequisite for certification under the ecoASA eco-label is to satisfy the relevant South African or 

international standards. South African National Standards typically define ‘fit-for-purpose’ criteria and 

do not provide assurance of environmental impact, thus ecoASA eco-labelling specification standards 

go beyond South African National Standards and define an environmental benchmark for the type of 

product. 

In respect of internationally manufactured products, Agrément SA seeks to become a member of the 

Global Ecolabelling Network (GEN) and seeks to encourage global harmonisation and recognition. To 

this end Agrément SA will seek to establish mutual recognition of equivalent international ecolabels 

for acceptance in South Africa (see ecoASA Scheme Rules). 
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Application and evaluation 

Manufacturers wanting to have a particular product evaluated for an eco-label are to apply through 

Agrément SA. 

This specification standard is to be readily available for any potential applicant prior to making a formal 

application for an ecoASA label. 

The product is to be evaluated by an independent assessor against the set of criteria contained in this 

specification standard. Conformance with each relevant criterion is verified by the independent 

assessor with the aid of supporting documentation. Supporting documentation that is required to 

demonstrate conformance is described for each criterion.  

On site verification may also be required in addition to documentation to verify conformance. The 

applicant shall allow the independent assessor access (upon arrangement) to the site for this purpose.  

The environmental evaluation criteria have been developed based on the whole life cycle of the 

product, from cradle to cradle. The criteria are established based on research and international best 

practice. Environmental indicators relating to each life cycle stage are considered. Environmental 

indicators are designed to ensure that minimal harm comes to the environment or humans and 

includes the restriction of harmful or toxic substances, the restriction of emissions into the 

environment (including but not limited to greenhouse gasses, other gaseous emissions, water 

emissions and solid waste), and the efficient use of materials, water and energy. 

Energy consumption is related to greenhouse gas (GHG) emissions and the carbon footprint of the 

product. This is taken into account when a full life cycle assessment (LCA) is performed. A full LCA is an 

excellent indicator of the environmental impact of a product but is onerous and costly to perform. 

Therefore, a full LCA is not necessary for obtaining an ecoASA label. Notwithstanding this, it is 

recommended that where possible a full LCA is carried out. 

In addition to environmental criteria, a number of criteria have also been developed to ensure that the 

broader influence of the product or manufacturer is positive. Thus, aspects relating to social 

responsibility, employment, innovation and legal standing are included. 

Once the independent assessor has evaluated the products compliance and is satisfied that all 

applicable criteria have been met, an ecoASA label will be awarded. This will be valid for a period of 

three years, after which the manufacturer will need to apply for renewal of the label. Any changes to 

the process or composition of the product will affect the validity of the label.  

This specification standard will be reviewed every three years and the criteria contained within this 

specification standard may be changed as new regulations, restrictions or technologies emerge. 

Changes to this specification standard will not affect the status of current labels but will come into 

effect upon renewal of labels.  

Upon renewal, the manufacturer will need to provide supporting documentation demonstrating that 

the original criteria are still met and that any new criteria are met. 
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About this document 

This specification standard comrpises two Parts. Part 1 contains criteria that are common to all product 

categories; Part 2 contains criteria that are applicable specifically to the product category of this 

specification standard, which is masonry. 

Part 1 contains the following sections: 

1A) Legal compliance 

1B) Social and community responsibility 

1C) Environmental compliance 

Part 2 contains the following sections:  

2A) Fit for purpose 

2B) Raw materials 

2C) Production 

2D) Packaging 

2E) Use, disposal and reuse  

Section 1A, Legal requirements, sets out criteria relating to legal and social requirements. The purpose 

of this section is to ensure that an eco-label is not awarded to a product of a manufacturer that is not 

legally or socially responsible. It includes matters relating to occupational health and safety, labour, 

and procurement.  

Section 1B, Social and community requirements, considers non-legal issues such as employee benefits, 

community benefits, etc. offered by the manufacturer. These encourage the manufacturer to be 

socially responsible and enhance the health and sustainability of the local community in which it 

functions.  

Section 1C, Environmental responsibility, sets out general environmental criteria. This includes criteria 

relating to water management, energy management, air emissions, waste management, etc. across 

the full life cycle of the product. 

Section 2A, Fit for Purpose, sets out criteria that are intended to establish whether the product is 

suitable/eligible to apply for the eco-label . This includes the scope of products (including components) 

and the standards for quality and durability. Most, if not all, of these criteria are conditional, meaning 

that if the product is not fit for purpose it cannot apply for the eco-label. 

Sections 2B to 2E consider the life cycle stages of the product relative to the following indicators of 

environmental or human health and well-being: 

1) Material content and efficiency  

2) Hazardous materials  

3) Water consumption and efficiency 

4) Energy consumption and efficiency 

5) Emissions to water 

6) Air emissions 

7) Waste management 

Each criterion listed in the specification standard requires evidence to demonstrate conformance. 

Additional guidance regarding the evidence is provided in the accompanying Technical Manual. The 

requirements for demonstrating conformance are tabulated next to each criterion. 
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Scoring system 

The ecoASA label is awarded based on a scoring system.  

There are a number of criteria to be met in the following categories (which appear as sections in the 

document): 

1A) Legal compliance 

1B) Social and community responsibility 

1C) Environmental  responsibility 

2A) Fit for purpose 

2B) Resource Extraction 

2C) Production 

2D) Packaging 

2E) Use, disposal and reuse  

 

Satisfying a certain number of criteria will entitle the product to be awarded an ecoASA label. To 

differentiate between products that excel in meeting the criteria and those that meet the minimum 

criteria, a scoring system is employed whereby an eco-rating is attached to the ecoASA label. This rating 

is on a scale of A to C, similar to the South African Energy Efficiency Label.  

The product rating may be displayed on the product alongside the ecoASA label, in a similar fashion as 

the South African Energy Efficiency Label1, as illustrated below. 

 

Figure 1: Suggested appearance of the ecoASA eco-label and rating. 

A scoring system allows for inclusivity and flexibility, enabling a product to achieve an environmental 

label, and demonstrating a commitment to environmental responsibility, by meeting a minimum level 

of compliance, despite a lack of compliance in certain areas. This allows smaller manufacturers, who 

may not have the means to achieve certain criteria, to still achieve an eco-label and compete in a 

market with a preference for products with an eco-label, while manufacturers who operate with high 

levels of environmental and social responsibility are recognised. 

The score for each criteria is either based on a three-point scale or a binary score. 

 
1 https://www.savingenergy.org.za/asl/south-african-energy-efficiency-label/ 

https://www.savingenergy.org.za/asl/south-african-energy-efficiency-label/
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The three-point scale is as follows: 

Points Level of compliance 

0 Non-compliance with minimum requirements 

1 Partial compliance (defined according to technical details) 

2 Full compliance (defined according to technical details) 

 

Certain criteria are binary (yes or no). In these cases, a two-point scale is applied as follows: 

Points Level of compliance 

0 Non-compliance with minimum requirements 

(or only compliant with some of the criteria when full compliance is required) 

1 Compliant (on all aspects of the criterion) 

 

The total score is calculated as a percentage out of the maximum number of possible points available. 

Certain criteria may not be applicable for every product application (for example, criteria that only 

relate to concrete and are not applicable to cement). The points that could be scored for such criteria 

are to be discounted from the available total. 

A sub-total is calculated for each category of criteria. This allows the manufacturer as well as the 

consumer to see in which categories the product performs well or poorly, giving the eco-label 

transparency.  

Category Score 

Basic Standards % 

Fit for Purpose % 

Resource Extraction % 

Production % 

Packaging % 

Use, Disposal and Reuse % 

TOTAL SCORE % 

Overall Rating A+ / A / B / C  

 

The overall rating is to be interpreted as follows: 

Rating Total Score 

A+ 95% - 100% 

A 80% - 94% 

B 65% - 79% 

C 50% - 64% 

 

A minimum of 40% (of the overall score) must be achieved for Part 1 in order for a product to proceed 

to Part 2 compliance. A product with a total score lower than 50% (for Part 1 and Part 2 together) will 

not be eligible for an ecoASA label. 

Certain criteria are conditional. These criteria do not contribute to the score. Non-compliance with 

these criteria disqualify the product from achieving an ecoASA label. These criteria usually relate to 

aspects of product scope, fitness for purpose, or legal compliance.  
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Normative references 

The following standards shall be considered and followed where applicable in the context of these ecoASA 
specifications. In all cases, the most recent version shall be applicable. 
 
SANS 14020:2003 / ISO 14020:2000 Environmental labels and declarations — General principles 

SANS 14024:1999 / ISO 14024:1999 Environmental labels and declarations — Type I environmental labelling — 

Principles and procedures 

SANS 14021:2017/ ISO 14021:2016 Environmental labels and declarations — Self-declared environmental claims 

(Type II environmental labelling) 

SANS 14040:2006/ ISO 14040:2006 Environmental management — Life cycle assessment — Principles and 

framework 

SANS 14044:2006/ ISO 14044:2006 Environmental management — Life cycle assessment — Requirements and 

guidelines 

SANS 14025:2006/ ISO 14025:2006 Environmental labels and declarations — Type III environmental declarations 

— Principles and procedures 

SANS 227:2007 Burnt clay masonry units 

SANS 1215:2008Concrete masonry units 

SANS 285:2010 Calcium silicate masonry units 
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Definitions and Acronyms 

Acronyms 

ASTM American Society for Testing and Materials 
CAS Chemical Abstract Service 
COD Chemical Oxygen Demand 
CSIR Council for Scientific and Industrial Research 
DPW Department of Public Works 
ecoASA Agrément South Africa Ecolabel 
EU European Union 
GBCSA Green Building Council of South Africa 
GECA Good Environmental Choice Australia 
GHS Globally Harmonized System of Classification and Labelling of Chemicals 
IARC International Agency for Research on Cancer 
ISO International Organisation for Standardisation. 
LCA Life Cycle Assessment 
OECD Organisation for Economic Co-operation and Development 
SABS South African Bureau of Standards 
SANS South African National Standard 
SDS Safety Data Sheet 
TOC Total Organic Carbon 
TVOC Total volatile organic compounds 
VOC Volatile Organic Compound 
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Definitions 

 

Admixtures  Ingredients in concrete other than cement, water, and aggregate that 
are added to the mix immediately before or during mixing to enhance 
specific properties of the fresh or hardened concrete.   

Aggregate  Aggregates are inert granular materials such as sand, gravel, or crushed 
stone that, along with cement and water, are an essential ingredient in 
concrete.    

Alkali activated cement  A binder composed of one or more mineral components containing 
aluminium and silicon oxides, and generally one or more activators.   

Alternative (non-portland) cement  Any alternative cement (displaying cementitious properties) not 
meeting requirements for common cements defined in SANS 50197-1/ 
EN 197-1. This includes but not limited to cements with very low 
Portland clinker contents as well as alkali-activated cements and 
geopolymers, which contain no Portland cement clinker at all.    

Applicant A supplier of products seeking Certification for its goods.  
Carcinogenic  Substances capable of causing cancer.  The International Agency for 

Research on Cancer (IARC) is the internationally accepted body for the 
classification of carcinogenic substances, dosage, exposure rates and 
pathways need to be taken into account.   

Burnt Clay Masonry Unit a burnt clay masonry unit made basically from clay or shale (with or 
without an admixture of other materials), moulded or extruded into 
rectangular form, hardened by firing, and with or without frogs, 
perforations or cavities. 
 

Contaminants  Constituents in a chemical or mixture that have not been intentionally 
added as ingredients, and typically found at trace levels.   

Concrete Masonry Unit a precast building component of nominally rectangular shape, either 

solid or hollow, and used in the construction of walls. 

 
Demonstration of Conformance  Defines sources of evidence acceptable to ecoASA, to demonstrate 

compliance with each criterion of the specification standard. An 
applicant manufacturer must provide documentation to the ecoASA 
appointed assessor in order to demonstrate conformance of its 
products under assessment. 
  

ecoASA appointed assessor  Person appointed by Agrément SA to oversee and evaluate the 
documentation submitted and oversee the inspection of the 
manufacturing facility (him/herself or appoint suitable other).   

ecoASA Label  The trademarked, official logo used to denote Agrément South Africa 
products certified products in terms of a Specification. Referred to as 
the ‘ecoASA Label’.  

Endocrine disruptors  Chemicals associated with altered reproductive function in males and 
females; increased incidence of breast cancer, abnormal growth 
patterns and neurodevelopmental delays in children, as well as changes 
in immune function.   

Environmental loads  The distress imposed to the environment due to the manufacturing 
process of a product.   

Finished product  A product ready for use and distribution to the end user.  
Fit for purpose  
  
 
Halogenated substances  

Sets of criteria that intended to establish whether the product is 
suitable/eligible to apply for the eco-label.  
 
A volatile compound containing halogens such as chlorine, fluorine or 
bromine.   
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General purpose cement  A hydraulic cement containing portland cement and at the discretion of 
the cement manufacturer, may contain a combination of mineral 
additions alone or in combination with minor additional constituents 
(maximum 5%) up to 7.5% by mass of the total cement.   

Heavy metals  Any metallic chemical element that has a relatively high density and is 
toxic or poisonous at low concentrations including; mercury (Hg), 
cadmium (Cd), arsenic (As), chromium (Cr), thallium (Tl), and lead (Pb). 
  

Independent assessor  A competent person that is not a representative of the manufacturer 
and has no vested interest in the product being evaluated.   

Licence  The Licence allows the Licence Holder to display the ecoASA Label.   
Licence holder  A supplier of products or services that has successfully applied for and 

been awarded a Licence for the use of the ecoASA Label.   
Life cycle Assessment (LCA)  Analysis for reporting potential environmental loads and resources 

consumed in each step of a product or service supply chain.  
or  
A tool to assess the environmental impacts of a product, process or 
activity throughout its life cycle; from the extraction of raw materials 
through to processing, transport, use and disposal.   

Local by-laws  Laws passed by a council of a municipality to regulate affairs and 
services the municipality provides in its area of jurisdiction.   

Portland cement  A hydraulic cement that is manufactured by heating limestone and clay 
minerals in a kiln and forms clinker. The clinker is grinded together with 
gypsum to fine powder.    

Pozzolanic materials   A siliceous or silico-aluminous material, which in itself possesses little 
or no cementing property, but when finely ground and in the presence 
of water, chemically react with calcium hydroxide at normal ambient 
temperatures to form compounds possessing cementitious properties. 
   

Pre-cast concrete  Concrete that is cast in factory setting (offsite) including a wide range 
of products such as precast concrete panels.   

Product  The product (cement, concrete or concrete products) that is under 
review for ecoASA certification.   

Raw material  Material used in the manufacture of cement, concrete or concrete 
products.   

Ready-mix concrete  A common form of concrete which is prepared for delivery at a concrete 
plant instead of being mixed on the construction site.  
  

Receiving environment  Environment upon which a proposed activity might have harmful 
effects. May either be: groundwater, surface water, land, etc.  
Or  
The immediate ecosystem or habitat, including human and animal, 
which is likely to come in contact with the released discharge.  This may 
include sediment and water bodies downstream of a facility’s point of 
distance.   

Recycled content  Recycled content includes:   
Pre-Consumer Material: Post-industrial material diverted from the 
waste stream during a manufacturing process.  Excluded is re-utilization 
of materials such as rework, regrind, broke or scrap generated in a 
process and capable of being reclaimed within the same process that 
generated it.   
Post-Consumer Material: Material generated and discarded by 
households, commercial, industrial and institutional facilities in their 
role as end-users.  That is, products which can no longer be used for its 
intended purpose.  This includes returns of material from the 
distribution chain.   

Safety Data Sheet  Includes information such as the properties of each ingredient used in 
manufacturing the product. These may include the physical, health, and 
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environmental health hazards; protective measures; and safety 
precautions for handling, storing, and transporting the ingredient. 
  

Supplementary Cementitious 
Materials  

Materials that are a by-product from other processes or natural 
materials such as pozzolans, ground granulated blast furnace slag 
(GGBS), fly ash, silica fume   

Supplier   Person/organisation providing raw materials required for all 
components of the product (including packaging).   

Tier 1 supplier  Direct supplier to the product manufacturer of components or 
ingredients used in the final product. 
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Product scope 

This eco-labelling specification standard is applicable to products that are masonry in the South African 

market. The South African National Standards regulates 2 types of following classes of masonry used 

in general building, Burnt Clay Masonry Units- SANS 227 and Concrete Masonry Units-SANS 1215. 

According to SANS 227- a burnt clay masonry unit made basically from clay or shale (with or without 

an admixture of other materials), moulded or extruded into rectangular form, hardened by firing, and 

with or without frogs, perforations or cavities. 

According to SANS 1215- a concrete masonry unit is a precast building component of nominally 

rectangular shape, either solid or hollow, and used in the construction of walls. 

This specification standard is relevant for masonry units typically in use in walling systems.  

This specification standard does not cover walling units falling outside of the standard definition 

provided by SANS 1215/SANS227. 
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1 Basic Standards 

The following set of criteria relate to general areas of concern for all product categories. 

This part of the application for the ecoASA eco-label acts as a stage gate for the second part, Part 2, 

which is product specific. All conditional criteria in Part 1 must be met for a product to be eligible to 

apply for the ecoASA eco-label. 

1.A Legal compliance 

Maximum score: 1 
(in addition to conditional requirements) 

This section addresses compliance with relevant laws and regulations.  

Criterion Demonstration of Conformance Score 

 

The manufacturer and Tier 1 suppliers are to be compliant 

with the International Labour Organization (ILO) 

conventions: 

• Freedom of Association and Protection of the 

right to Organise Convention (No. 87); 

• Right to Organise and Collective Bargaining (No. 

98); 

• Forced Labour Convention (No. 29); 

• Abolition of Forced Labour Convention (No. 105); 

• Worst Forms of Child Labour Convention (No. 

182); 

• Minimum Age (Convention 138); 

• Elimination of Discrimination in respect of 

employment and occupation (Conventions 100 

and 111); 

• Occupational Safety and Health Convention (No. 

155) and its accompanying Recommendation No 

164; 

• Equal Remuneration Convention (No. 100).  

This is only applicable if the applicant is an international 

organisation, otherwise Criterion 2 applies. 

 

Evidence required to demonstrate compliance is 

either: 

• Signed declaration by an Executive Officer 

of the manufacturer confirming 

compliance with all conventions 

mentioned, including but not limited to a 

statement regarding the compliance of 

each Tier 1 supplier; 

or 

• SA8000 certificate from manufacturer 
and Tier 1 suppliers. 

CONDITIONAL 

A case of non-compliance with any of the 

mentioned conventions by the manufacturer or 

supplier will disqualify the product for eligibility for 

the ecoASA label. 
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The manufacturer and Tier 1 suppliers must adhere to the 

South African labour laws: 

• Employment Equity Act No. 55 of 1998;  

• Labour Relations Act No.66 of 1995; 

• Basic Conditions of Employment Act No. 75 of 
1997 

Signed declaration by an Executive Officer of the 

manufacturer confirming compliance with relevant 

laws and that no conviction of a breach of the 

relevant law(s) has occurred within the last two 

years, including a statement regarding Tier 1 

suppliers (this is not applicable if there is no Tier 1 

supplier). 

CONDITIONAL Non-compliance will disqualify the product for 

eligibility for the ecoASA label. 

 

This ecoASA specification standard requires that the 

manufacturer complies with the Occupational Health and 

Safety Act No. 85 of 1993 and that, where applicable, the  

storage and use of chemicals, explosives and other 

hazardous substances must be in accordance with the 

Occupational Health and Safety Act No. 85 of 1993 and the 

Hazardous Substances Act No. 15 of 1973. 

Evidence required to demonstrate compliance 

includes all of the following: 

• Signed declaration by an Executive Officer of 

the manufacturer confirming compliance with 

relevant law(s)  

OR 

• Health and Safety Legal Compliance 

Certificate issued by a certified Health and Safety 

Practitioner.  

CONDITIONAL Non-compliance will disqualify the product for 

eligibility for the ecoASA label. 

 

The manufacturer must be BBBEE compliant as defined in 

terms of the Broad-based Black Economic Empowerment 

Act 53 of 2003 and have the following minimum rating:  

Medium & Large company (M&L company) - level 8 or 
above; 

Qualifying Small Enterprise (QSE) - level 8 or above; 

Emerging Micro Enterprise (EME) - Automatically 
compliant. 

Evidence required to demonstrate compliance 

includes a BBBEE Certificate or affidavit stating that 

the manufacturer is exempt from compliance 

(applicable for EMEs). 

Scoring: 
BBBEE level 8 or above = 1 

Not BBBEE compliant = 0 

 

 

The manufacturer must comply with all relevant 

environmental legislation at the local authority, provincial 

and national levels.  

These may include: 

• Hazardous Substances Act No. 15 of 1989. 

• Mineral and Petroleum Resources Development 

Act No. 28 of 2002 (MPRDA). 

• National Environmental Management Act No. 

107 of 1998 (NEMA). 

Evidence required to demonstrate compliance 

includes signed affidavit stating that all relevant 

environmental legislation has been adhered to. 

This may be supplemented by evidence of 

environmental authorisation/permits for relevant 

activities (if applicable). 
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• National Environmental Management: Air Quality 

Act No. 39 of 2004 (NEM:AQA). 

• National Environmental Management: 

Biodiversity Act No. 10 of 2004 (NEM:BA). 

• National Environmental Management: Protected 

Areas Act No. 57 of 2003 (NEM:PAA). 

• National Environmental Management: Waste Act 

No. 59 of 2008 (NEM:WA). 

• National Water Act No. 36 of 1998 (NWA). 

• Environment Conservation Act No. 73, 1989. 

• Integrated Coastal Management Act No. 24 of 

2008 

CONDITIONAL Non-compliance will disqualify the product for 

eligibility for the ecoASA label. 

 

1.B Social and community responsibility 

Maximum score: 6 

 

The criteria in this section are intended to encourage socio-economic responsibility of manufacturers, 

recognising that sustainability involves social, economic and environmental aspects. Social 

responsibility and support of local community and national development is encouraged and the societal 

attributes of the manufacturer and the applicant company. Criteria for social aspects of the product 

are required under the international standard on ecolabelling (ISO/SANS 14024). 

 
The DPWI Social and Community Responsibility Framework is to serve as a reference. 

 

 

Criterion Demonstration of Conformance Score 

 

The manufacturing or assembly plant for the product 

is in South Africa. 

Note: the purpose of this criterion is to support local 

industry, however, it does not exclude international 

applicants since this is not a conditional requirement. 

Statement of the physical location of the plant from 

the Executive Officer of the manufacturer. 

Scoring:  
Compliance = 1 

Non-compliance = 0 

 

 

The manufacturer supports the local community 

through investment in a community or public benefit 

Evidence of such in a report provided by the 

manufacturer. 
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facility. 

Scoring:  
Compliance = 1 

Non-compliance = 0 

 

 

The manufacturer offers employees or their family or 

the local community learning opportunities (formal 

or informal) and/or mentoring, particularly targeting 

historically disadvantaged females and youth. 

Evidence detailing the opportunities offered and the 

beneficiaries must be provided in the form of a report. 

The report must provide the number of opportunities 

offered and the percentage that were provided to 

historically disadvantaged females and youth. 

Scoring:  
HCD opportunities, at least 50% of which are 
provided to historically disadvantaged females and 
youth = 2 
HCD opportunities, less than 50% of which are 
provided to historically disadvantaged females and 
youth = 2 

Non-compliance = 0 

 

 

At least 25% of the manufacturing company is owned 

by historically disadvantaged females. 

Evidence of company ownership. 

Scoring:  
Compliance = 1 

Non-compliance = 0 

 

 

At least 50% of the labour force of the manufacturer 

is sourced from the local community (within a 50km 

radius). 

A report from the manufacturer providing statistics 

regarding the locality of the employees. 

Scoring:  
Compliance = 1 

Non-compliance = 0 
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1.C Environmental responsibility 

Maximum score: 6 
(in addition to conditional requirements) 

 

The criteria listed in this section apply across the life cycle scope of the product. 

 Hazardous substances 

Criterion Demonstration of conformance Score 

 

Ingredients used in the product and the product itself 

as sold must not contain substances classified by the 

IARC in Groups 12 or 2A or substances carrying a GHS 

Hazard statement (SANS 10234), unless specifically 

allowed in limited amounts in Part 2 of this 

specification standard.  

This includes tints, colourants, dyes or other applied 

substances to any product, where applicable.  

Exemptions for a specific substance may be permitted 

only where the applicant can demonstrate that the 

substance:  

• is necessary for performance or safety 
reasons; and  

• is stored and managed in a manner that 
prevents environmental pollution during 
manufacture; and  

• the substance does not pose a health risk to 
the end user or manufacturing staff. The 
applicant must demonstrate that exposure 
to the substance is below No Observable 
Adverse Effect Level (NOAEL) or is zero if 
NOAEL is unknown; and  

• the substance cannot enter the environment 
during the manufacturing process, as a result 
of use, or as a result of disposal by landfill or 
incineration. 

 

Evidence required to demonstrate compliance 

includes a full ingredients list and SDS of each 

ingredient. This is to include components of 

ingredients that are sourced from suppliers, where 

applicable. 

Where an exemption is claimed: 

• A signed declaration from the manufacturer 
stating that the substance is chemically 
bound in the finished product, the purpose 
for which the given substance is necessary; 
and evidence that human exposure and 
environmental contamination are 
prevented.  

• Provide a certified ISO/SANS 14001 EMS or 
an EMS in compliance with SANS/ISO 14001 
or claim on exemption for potentially 
explosive chemicals. 

CONDITIONAL 
Non-compliance will disqualify the product for 

eligibility for the ecoASA label. 

  

 
2 Ethanol is classed by IARC as a Group 1 carcinogen only in the context of alcoholic beverages. This ruling is not considered relevant to the 

product category covered by this specification standard. 
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 Water efficiency 

Criterion Demonstration of conformance Score 

 

The manufacturer has an Environmental Management 

System (EMS) in place that is in accordance with 

SANS/ISO 14001 (including certified systems) which 

references relevant Water Management Plans to 

ensure that water is used efficiently and not 

wastefully.  

Documentation showing an Environmental 
Management System (in accordance with SANS/ISO 
14001) is in place that addresses water management, 
together with relevant Water Management Plans.  

 

Scoring:  
Compliance = 1  

Non-compliance = 0 

 

 

 Energy efficiency 

Criterion Demonstration of conformance Score  

 

The manufacturer has an Environmental Management 

System (EMS) in place that is in accordance with 

SANS/ISO 14001 (including certified systems) which 

references relevant Energy Management Plans.  

The Energy Management Plan includes the use of 

renewable energy or heat reclamation in the 

manufacturing process. 

Documentation showing an Environmental 

Management System (in accordance with SANS/ISO 

14001) is in place that addresses energy management, 

(including renewable energy and heat reclamation), 

together with relevant Energy Management Plans. 

Scoring:  
Compliance = 1  

Non-compliance = 0 

 

 

 Waste management  

Criterion Demonstration of conformance Score 

 

The manufacturer has an Environmental Management 

System (EMS) in place that is in accordance with 

SANS/ISO 14001 (including certified systems) which 

references relevant Waste Management Plans, 

including waste minimisation and a policy for waste 

management according to the waste hierarchy: 

reduce, reuse, recycle. 

Documentation showing an Environmental 

Management System (in accordance with SANS/ISO 

14001) is in place that addresses waste management, 

supported by relevant documentation.  

The waste management plan must include a plan for 

waste management according to the waste hierarchy 

of reduce, reuse, recycle. 

Scoring:  
Compliance = 1  
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Non-compliance = 0 

 

The manufacturer has an Environmental Management 

System (EMS) in place that is in accordance with 

SANS/ISO 14001 (including certified systems) which 

references relevant Waste Management Plans for 

packaging waste which includes: 

• Packaging take-back policy and/or 

• Instructions on the packaging indicating 
suitable and responsible means of disposing 
of or recycling the primary packaging 
material.  

Demonstration of conformance must include: 

• Documentation showing an Environmental 

Management System (in accordance with 

SANS/ISO 14001) is in place that addresses 

waste management, supported by relevant 

documentation.  

• Copies of the instructions on the packaging. 

Scoring:  
Compliance = 1 

Non-compliance = 0 

 

 

 Air emissions 

Criterion Demonstration of conformance Score 

 

The product must not contain any substances listed 

in the Montreal Protocol Annexes A, B, C or E 

including but not limited to CFCs, HCFCs, 

hydrobromofluorocarbons, halons, methyl bromide, 

carbon tetrachloride, 1,1,1-trichloroethane (methyl 

chloroform) and bromochloromethane. 

Such substances are also not to be used in any 

cleaning products or processes for the cleaning of 

manufacturing equipment. 

• SDS, chemical names and/or CAS numbers 
for each ingredient and cleaning substance, 
demonstrating compliance;  

and 

• Signed statement of all substances used in 
the cleaning of production equipment. 

Scoring:  
Compliance = 1 

Non-compliance = 0 

 

 

 Emissions to water 

Criterion Demonstration of conformance Score 

 

The manufacturer has an Environmental Management 

System (EMS) in place that is in accordance with 

SANS/ISO 14001 (including certified systems) which 

references relevant Wastewater Management Plan 

which describes treatment of wastewater. 

Where the manufacturing process involves the 

Documentation showing an Environmental 

Management System (in accordance with SANS/ISO 

14001) is in place that addresses waste management, 

supported by relevant documentation, including 

(where applicable):  
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discharge of water that contains contaminants from 

the process, the manufacturer ensures that the 

discharge water is treated prior to discharge to the 

receiving environment (whether to the natural 

environment, stormwater system or sewer). 

Treatment of wastewater discharge must be according 

to applicable industry-specific standards and 

regulations, and the South African Water Quality 

Guidelines Volume 3 Industrial Use (Department of 

Water Affairs and Forestry, 1996). Where applicable, 

the manufacturer has a Water Use Licence from the 

Department of Water and Sanitation.   

Wastewater (from any part of the production process) 

is not discharged directly into natural water bodies, 

unless within the permissible limits of the National 

Water Act no. 36 of 1998 (Revision of General 

Authorisations in terms of Section 39 of the National 

Water Act, Government Gazette 36820, 2013). 

Applicable local by-laws regarding the treatment of 

effluent prior to discharge into the municipal sewer 

system must be adhered to.  

• The local by-law requirements must be 
submitted along with the documentation 
demonstrating compliance, such as water 
quality test reports.  

• Water Use Licence issued by the Department 

of Water and Sanitation (DWS), if applicable. 

• Resource water quality objectives, where 

determined, according to DWS. 

• A declaration of the water treatment 

processes and tests that are conducted by the 

manufacturer.  

Scoring:  
Compliance = 1  

Non-compliance = 0 
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2 Product-specific standards 

2.A Fit for Purpose 

 
(Only conditional requirements) 

 
To be certified, the product(s) must be fit to perform its intended purpose or application. A minimum level of 
quality and durability iS implicit before the ecoASA ecolabel can be displayed on the product. The producer / 
manufacturer must ensure that the product is fit for its intended purpose.  

Criterion Demonstration of conformance Score 

 
Concrete masonry units should meet the performance 
requirements in SANS 1215. 
 
Burnt Clay masonry units should meet the performance 
requirements in SANS 227 

The manufacturer must provide test reports from 
SANAS or ILAC accredited laboratories verifying 
compliance with either SANS 1215 or SANS 227. 

Conditional  

 

 Product Scope 

In order for a product to be eligible for the ecoASA label, it must fall within the scope of the specification standard. 
The scope in this context refers to the type of product and what it is used for.  
Products that fall outside the scope may only be considered under special conditions. 

Criterion Demonstration of conformance Score 

 

The scope of this specification is applicable to the 
following categories of masonry products: 

1. Concrete Products  
2. Burnt clay masonry units 

 
 
Exclusions and Notes: 
Calcium silicate masonry units.  

• Detailed description of the product(s) or 
product range. 

• Explanation of applicability of the product(s) to 
the scope of this specification standard. 

 

Conditional 
 

 

 Fit for purpose 

 
To be certified, the product(s) must be fit to perform its intended purpose or application. A minimum level of 
quality and durability is implicit before the ecoASA ecolabel can be displayed on the product. The producer / 
manufacturer must ensure that the product is fit for its intended purpose. 
Quality and durability have an important role to play as they relate to material waste. 

Criterion Demonstration of conformance Score 

 

To be certified, the product(s) must be fit (suitable) to 
perform its intended purpose or application.  
 

• Documented proof of conformance with 
relevant standards. 
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The product must meet or exceed the performance 
requirements of the relevant South African National 
Standards (listed in Appendix A). 

Masonry units unable to satisfy the SANS may apply for 
a deemed to satisfy certificate through Agrément SA, if 
such a certification option is available. 

  

Conditional 
 

 

The manufacturer must have a Quality Management 
System that is in accordance with SANS/IS 9001 
(including certified systems), together with relevant 
Quality Management Plans. 

Documentation showing a Quality Management System 
(in accordance with ISO 9001) is in place, together with 
relevant Quality Management Plans. 

Conditional  

 

2.B Resource Extraction 

 
Maximum score (general): 3 

Maximum score (concrete masonry): 1 
 
 
The requirements in this section are intended to identify and address the major environmental loads of raw 
materials found in this product category.   
The focus is not on the substance of the raw material but rather on the potential environmental impact of the 
production and acquisition of the raw material. 
Raw materials that constitute ingredients of the finished product are considered in the production life cycle phase. 

 Material content and efficiency 

 

This section rewards responsible use of materials in terms of the amount of material used as well as the source 
of the materials. 
Unless otherwise stated, the requirements in this section apply to each type of material contained in the finished 
product regardless of weight. 
 

Criterion Demonstration of conformance Score 

 
Extraction of virgin raw materials (e.g. limestone,  
aggregates, clay, concrete masonry) shall only take 
place on sites which are covered by the following 
documentation: 

•  a management plan to minimise adverse effects from 
noise, vibration, dust, and discharges to water and land;  

• a rehabilitation management plan  

• an implemented EMS in accordance with ISO 14001;  

• Stakeholder engagement or cultural heritage 
assessment.  

• Information about the virgin material 
procurement program and records of the 
supplier, nature and geographical source of all 
virgin mined material inputs; and  

• Certificates or other evidence of implemented 
EMS; documented mine rehabilitation 
program, and stakeholder engagement or 
cultural heritage assessment. 

Compliance = 1 
Non-compliance = 0 
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 Hazardous substances  

This section is intended to minimise the use of substances that are toxic or otherwise hazardous to humans. 

Criterion Demonstration of conformance 

 

Concrete masonry units: 

The manufacturer must put procedures in place to identify 
and reject material (e.g. recycled aggregate raw feed) 
containing asbestos. 

Copy of procedure in place and proof of 
implementation of the procedure (e.g. checklists, 
testing procedures and results)  

Compliance = 1 
Non-compliance = 0 

 

 

PM10 dust emissions to air shall be within the permissible 

limits of the National Environmental Management: Air 

Quality Act No. 39 of 2004 where the main mine or quarry 

is located within 5 km of a:  

• Populated area  

•  National Park  

• Drinking water catchment area  

•  Ramsar Wetland  

•  Area identified by the Biodiversity act and 

Protected Areas act as containing threatened 

species or ecological communities.  

The test method must be in line with EN 12341 or 
equivalent. 

• Submit documentation proving adherence to 
certain regulations and bylaws 

• PM10 test results using EN 12341 test 
method or equivalent showing that limits are 
met along the border of quarry area. 

Compliance = 1 

Non-compliance = 0 
 

 Water consumption and efficiency 

The manufacturer is encouraged to source raw materials from suppliers that demonstrate responsible water 
consumption behaviour. 

Criterion Demonstration of conformance Score 

 

The quarry or mine (clay or aggregate) pit must not 
interfere with a confined aquifer. Water may be drawn 
from confined aquifers provided that the bore is sealed 
and the flow rate is measured. Bore use must not be 
continued if the flow rate decreases by greater than 20 
% of the initial rate, averaged over a five year period (or 
in case records are not dated as far back, a shorter period 
may be sufficient to calculate the initial flowrate). If a 
flow rate measurement followed by a consecutive 
measurement shows a flow rate below 80 % of the initial 
flow rate; bore use shall be discontinued. Test pumping 
to monitor flow rates may be carried out to establish 
whether the rate improves again in which case the bore 
may be reopened. 

• Information about the location and 
characteristics of the bore; including calculation 
of the initial flow rate;  

• Relevant bore flow rate reports;  
 

• Evidence of procedures and measures to 
minimise the impact of water use. 

 
 

Compliance = 1 
Non-compliance = 0 
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2.C Production 

 
Maximum score (general): 3 

Maximum score (burnt clay): 2 
Maximum score (concrete masonry): 4 

 
The requirements in this section are intended to identify and address the major environmental loads as a result 
of the production of the product.   
The design (material composition) of the product is considered to be a part of the production process. Thus, the 
ingredients, the environmental impact of the ingredients and the environmental impact of the manufacturing 
process are considered in the section.  

 Material efficiency 

The criteria in this section are intended to address impacts that may occur over the life cycle of a product that can 
be avoided or mitigated during the design and production phase of the product.  
Unless otherwise stated, the requirements in this section apply to each type of material contained in the finished 
product regardless of weight. 
This section is intended to encourage manufacturers to reduce the amount of material used, thus minimising 
waste as well as raw materials/resources needed.  
 

Criterion Demonstration of conformance Score 

 

Concrete masonry units: 
 
The cement used in the concrete masonry shall be ecoASA 
certified 
 
OR 
 
The portland cement content in the concrete masonry 
product shall be reduced by 30% by mass (compared to the 
reference case);  
 
OR 
 
For products based on alternative cement chemistry (e.g. 
alkali-activated cement): It shall be demonstrated that the 
concrete is produced using alternative (to general-purpose 
cement) cement chemistries which lead to reduced CO2 
emissions and energy requirements.  
 
However, the following conditions apply:  

• The product must be accompanied by an EPD or LCA 
reporting/disclosing the other environmental 
impacts3. 

 
 

• ecoASA certificate for the cement used in 
the concrete; or 

• Information about the type and amount of 
SCM in the cement, and calculations 
showing the Portland cement is reduced 
by 30% (by mass) in the product compared 
to the reference case (see Table 1);  

 
 
 
Table 1. Reference case Portland cement contents for use in 
establishing portland cement reductions (GECA, 2017) 
 
 

Concrete Strength 
(MPa) 

Reference case Portland 
cement content (kg/m3) 

4 180 

5 200 

10 240 

20 280 

25 310 

32 360 

40 440 

50 500 

65 550 

80 610 

 
3 This is intended as a first step for geopolymers (and other products with alternative cement chemistries) to disclose their other 

environmental impacts (i.e. other than global warming potential impacts) as research is still not conclusive and this information will add to 

the body of research while in the meantime encouraging a low carbon material/product.   
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100 660 

 
 

• For products based on alternative cement: 
Information on the type of cement in the 
product accompanied by an EPD or LCA. 
The LCA must be generated in accordance 
with internationally applicable LCA 
techniques specified in ISO 14044:2006 
(Environmental Management – Life Cycle 
Assessment – Requirements and 
Guideline) and independently peer-
reviewed in accordance with ISO 14044. 
The EPD must be issued in conformance 
with ISO 14025 or EN15804, be 
independently assessed and must be 
based on a cradle-to-gate scope (as a 
minimum). 

Compliance = 1 
Non-compliance = 0 

 

 

Concrete masonry units: 
 
 
The manufacturer must have and implement a formal process 
to consider the reuse of recycled aggregates in products. This 
process must include a review of all possible recycled 
aggregates sources including any sources within a similar 
distance of the normal virgin aggregates sources. 
 
And 
 
Where there is recyclable material available in the 
surrounding area, the manufacturer shall use a minimum of 
(The New Zealand Ecolabelling Trust, 2021) : 
 

- 25% recycled aggregate for concrete strengths up to 
and including 35 MPa 

- 10% recycled aggregate for concrete strengths 
greater than 35 MPa 

 
Alternative materials include, but are not limited to:  

• washed copper slag  

• blast furnace slag  

• recycled concrete aggregate  

• granulated blast furnace slag  

• recycled concrete and masonry  

• fly ash  

• steel furnace slag  
• furnace bottom ash  

• coal washery reject  

• reclaimed aggregate  

• reclaimed asphalt pavement  

• glass cullet  

• scrap tyres  

• used foundry sand or spent foundry sand 

• Signed declaration by an Executive Officer 
of the manufacturer confirming 
compliance 

• Annual reports on recycled aggregate use 
and records of the formal evaluation 
process.  
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• clinker ash. 

Implemented formal evaluation process = 1 
Utilisation of recycled aggregate= 1 
Non-compliance = 0 

 

 

Concrete masonry units: 
 
 
At least 25% of (virgin) fine aggregate (sand) in the concrete 
shall be manufactured sand or other non-virgin fine aggregate 
materials (GECA, 2017); 
 
Alternative materials include, but are not limited to:  

• washed copper slag  

• blast furnace slag  

• recycled concrete aggregate  

• granulated blast furnace slag  

• recycled concrete and masonry  

• fly ash  

• steel furnace slag  

• furnace bottom ash  

• coal washery reject  

• reclaimed aggregate  

• reclaimed asphalt pavement  

• glass cullet  

• scrap tyres  

• used foundry sand or spent foundry sand 

• clinker ash. 

• Information on type, amount and source 
of material used to replace virgin 
aggregate materials;  

Scoring: 
Compliance = 1 
Non-compliance = 0 

 

 

 Hazardous material 

 

The criteria in this section are intended to address some of the main hazardous substances found across this 
product category which may be added to the final product or to product ingredients during manufacturing. The 
intention is to reduce the use of hazardous materials and to prevent pollutants entering the environment and to 
protect human health. 

 

The following compounds, their functional derivatives or 

in-situ precursors shall not be added to products, their 

component parts, their packaging or be used at any 

stage of the manufacturing process, including as 

preparatory agents, cleaners or degreasers in the 

production facility:  

• The heavy metals arsenic, copper, chromium, 

tin, mercury, lead, cadmium or antimony  

• A schedule of the constituent chemical 

substances in g/kg used in the manufacture 

of the product that are classified as 

harmful, and relevant SDS; AND 

• A signed declaration from an Executive 

Officer of the applicant company stating 

that the above compounds, their functional 

derivatives or in-situ precursors are not 
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• Elemental chlorine or other materials that can 

give rise to dioxins  

• Halogenated organic flame retardants (e.g. 

decaBDE, chlorinated paraffins, etc.)  

• Flaming additives for natural products  

• Halogenated organic solvents  

• Aniline based amines  

• Aziridine or polyaziridines  

• The phthalates DEHP, DBP, DAP, BBP, DMP, 

DMT, DEP, DMEP and DIBP  

• Alkylphenolethoxylates (APEO) or their 

derivatives (APDs)  

• 1,3 butadiene 

 

added to finished products, their 

component parts or be used at any stage of 

the manufacturing process, including as 

preparatory agents, cleaners or degreasers 

in the production facility.  

 

 

Scoring: 

Compliance = 1 

Non-compliance = 0 

 

 

 Energy consumption and efficiency 

The manufacturer must demonstrate an awareness of and commitment to energy efficiency. Energy 
consumption, particularly fossil fuel based energy, has environmental implications in terms of the GHG emissions 
associated with generating power. Thus, energy efficiency and/or the use of renewable energy is encouraged. 

Criterion Demonstration of conformance Score 

 
Burnt clay brick 
 
Embodied energy in the brick shall be kept to lower 
than 3 MJ/kg (Hammond, 2008). 
 
 

Energy audit which includes a calculation of the 
embodied energy of each clay masonry product type; 
and (if applicable) signed affidavit by an Executive 
Officer of the manufacturer confirming compliance 
with energy consumption requirements, together 
with appropriate documentation and test reports.  

Scoring: 
Compliance = 1 
Non-compliance = 0 
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 Air emissions 

Air pollution due to emissions from the manufacturing plant into the atmosphere must be discouraged. 
 

Criterion Demonstration of conformance Score 

 

Clay brick – firing stage  
 
Air emissions for each material type are to be 
measured as follows: 
 
Dust emission limitations clay brick – 250 mg/m2 
SO2 – 2000 mg/m2 
NOx – 3000 mg/m2 
F- 200 mg/m2 

Signed affidavit by an Executive Officer of the 
manufacturer confirming compliance with air emission 
requirements, together with appropriate documentation 
and test reports.  

Scoring: 
Compliance = 1 
Non-compliance = 0 

 

 

The manufacturer has an Environmental Management 
System that is in accordance with SANS/ISO 14001 
(including certified systems) which reference relevant 
Dust Management Plans covering all the areas of 
operation to confirm compliance with the National 
Dust Control Regulation derived from National 
Environmental Management: Air Quality Act No. 39 of 
2004. 

Documentation showing an Environmental Management 
System (in accordance with ISO 14001) is in place which 
addresses dust management, together with relevant Dust 
Management Plans. 

Scoring: 
Compliance = 1 
Non-compliance = 0 

 

 

The manufacturer must conduct annual 
measurements and reports of particulate matter, NOx, 
and SO2 emissions to confirm compliance with Section 
21 of the National Environmental Management: Air 
Quality Act No. 39 of 2004. 

• Signed declaration by an Executive Officer of the 
manufacturer confirming compliance 

• Particular matter, NOx and SO2 monitored and 
reported according to Schedule A  in the 
Government Notice 686 in Gazette 42472.  

Scoring 
Compliance = 1 
Non-compliance = 0 
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2.D Packaging 

 

Maximum score: 3 
 

 
Since the product packaging is an integral part of the sold product, it is important to also consider the 
environmental impact of the packaging. 
The requirements in this section are intended to identify and address the major environmental loads associated 
with the packaging of the product.   

 Material content and efficiency 

This section is intended to encourage manufacturers to reduce the amount of material used, thus minimising 
waste as well as raw materials/resources needed. 

Criterion Demonstration of conformance Score 

 

Packaging shall comply with at least one of the 
following:  

a) Each material constituting >20 % by weight 
of the total primary and secondary 
packaging used shall contain at least 50 % 
recycled content by weight; OR  

b) Each material constituting >20 % by weight 
of the total primary and secondary 
packaging used shall be derived from plant-
based materials (e.g. PLA plastics); OR  

c) Each separable item constituting >20 % by 
weight of the total primary and secondary 
packaging shall be recyclable in South Africa.  

The Waste Act, 2008 (Act No. 59 of 2008) may assist 
in complying with the Packaging Guideline: 
Recyclability by Design for packaging and paper in 
South Africa, 2020. 
 
Material used for the transport of products (tertiary 
packaging) and whose disposal is not the 
responsibility of the end-consumer are excepted 
from the above requirements if they are re-used by 
the applicant or are recyclable in specialist recycling 
facilities. 

• Details of materials used as packaging, 
including information on the input of 
recycled and virgin materials reported by 
weight if applicable. The recycled content 
can be averaged over a 12-month period to 
find the amount or range of recycled 
content; 

• Evidence of recyclability  

• Details of re-use programs for transport 

materials within the applicant company. 

Scoring:  
Compliance = 1 
Non-compliance = 0 

 

  
1 

The primary and secondary packaging material is 
either 100% comprised recycled material or is 
biodegradable, recyclable or reusable. 
Primary and secondary packaging must not be 
labelled, coated or treated in a way which would 
prevent recycling activities. 

• A statement from the manufacturer describing 
the packaging material properties (biodegradable, 
recyclable or reusable), including information 
regarding composition of packaging materials, 
chemical names, CAS numbers, technical data sheets 
or SDS where applicable; and 
• A copy of the product information sheet 
showing the recommended disposal of packaging 
material. 
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• If recyclable, evidence must be provided that 
the material can be accepted by local recycling plants 
or details must be provided of third party agreement 
for recycling content. This evidence may be in the 
form of a signed statement by the manufacturer. 

Scoring:  
Compliance = 1 
Non-compliance = 0 

 

 Hazardous substances 

The criteria in this section are intended to address some of the main hazardous substances found in packaging 
for the product. The intention is to reduce the use of hazardous materials or substances which are harmful to the 
environment or human health (during manufacturing or use). 

Criterion Demonstration of conformance Score 

 
Halogenated plastics must not be used in product 
packaging.  

Ingredients list of substance(s) incorporated in the 
packaging material. 
This may be made available in the information sheet 
included in the packaging or on the packaging or on 
the company website. 

Scoring:  
Compliance = 1 
Non-compliance = 0 

 

2.E Use, disposal and reuse 

 

 

 
Maximum score: 2 

 

The requirements outlined in this section aim to identify and address the significant environmental 
impacts associated with the product's lifecycle during the use stage, and also ensure that the product 
can be safely and responsibly disposed of or recycled once it reaches the end of its useful life. 

 Waste management 

Reducing total waste reduces the generation of hazardous waste, encourages reduced consumption of resources 
through dematerialisation and increases production efficiency.  

Criterion Demonstration of conformance Score 

 

A product stewardship program must be in place and 
aligned with the Regulations Regarding Extended 
Producer Responsibility (2020) to collect used products 
and divert them from landfill or incineration. 
The manufacturer (applicant) shall:  

• accept their product back without additional 
cost (excluding transportation costs) for 
further recycling in a specialist recycling 
facility; or   

• Copy of instructions outlining the take back 
service including the costs, contact details of 
the take-back service, relevant website 
documentation;  

And where applicable: 

• Copy of contractual agreements existing 
between the applicant(s) with either of the 
following: third party suppliers, transport 
companies, charities, second hand retailers or 
refurbishment companies. 
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• diverting product from landfill by accepting 
their product back without additional cost 
(excluding transportation costs) to be reused 
for an alternative use; or  

• have contractual arrangements with a third 
party to receive the product and recycle or 
refurbish it. Contractual arrangements with 
the third party should nominate the 
estimated volume of product to be processed 
annually.  

Details relating to the above product stewardship 
programme requirements and contact details for the 
programme operator(s) must also be made publicly 
available from the official company website. 

• Copy of contractual arrangement with local 
recycler or consumer of used product or 
refurbisher of used product. 

• Incentive scheme to encourage the end user 
to return used product. 

For an additional point, evidence should also be 
provided (in the form of a short report and verifiable 
testimony) that the take-back policy is being effectively 
implements. 

 

Scoring:  
Take-back policy is in place and effective = 2 
Take-back policy is in place = 1 
Non-compliance = 0 
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 Appendix A. SANS Standards relating to masonry (Fit for Purpose) 

SANS # Name Notes 

1215 Concrete masonry units   

227 Burnt clay masonry units  

285 Calcium silicate masonry units  

2001:CM1 Masonry Walling  

50197-1 

Cement Part 1: Composition, 

specifications and conformity criteria for 

common cements 

Fall under scope 

This specifies requirements for cements 

50197-2 Cement Part 2: Conformity evaluation Fall under scope 

50196-1 
Methods of testing cement Part 1: 

Determination of strength 

Fall under scope 

Describes the method for determination 

of compressive strength  

50196-2 
Methods of testing cement Part 2: 

Chemical analysis of cement 
Fall under scope 

50196-3 

Methods of testing cement Part 3: 

Determination of setting times and 

soundness 

Fall under scope 

50196-4 

Methods of testing cement Part 4: 

Quantitative determination of 

constituents 

Fall under scope 

50196-5 
Methods of testing cement Part 5: 

Pozzolanicity test for pozzolanic cement 
Fall under scope 

50196-6 
Methods of testing cement Part 6: 

Determination of fineness 

Fall under scope 

Fineness of cement affects the 

performance of cement 

50196-7 

Methods of testing cement Part 7: 

Methods of taking and preparing 

samples of cement 

Fall under the scope 

5860 
Concrete tests - Dimensions, tolerances 

and uses of cast test specimens 
Fall under the scope 

5861-1 
Concrete tests Part 1- Mixing fresh 

concrete in the laboratory 
Fall under the scope 

5861-2 
Concrete tests Part 2: Sampling of 

freshly mixed concrete 
Fall under the scope 

5861-3 
Concrete tests - Making and curing of 

test specimens 
Fall under the scope 

5862-1 
Concrete tests - Consistence of freshly 

mixed concrete - Slump test  
Fall under the scope 

5862-2 
Concrete tests - Consistence of freshly 

mixed concrete - Flow test 
Fall under the scope 

5862-3 
Concrete tests - Consistence of freshly 

mixed concrete - Vebe test 
Fall under the scope 

5862-4 
Concrete tests - Consistence of freshly 

mixed concrete  
Fall under the scope 
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Part 4: Compacting factor and 

compaction index 

5863 
Concrete tests - Compressive strength 

of hardened concrete 
Fall under the scope 

5864 
Concrete tests - Flexural strength of 

hardened concrete 
Fall under the scope 
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 Appendix B. List of aromatic amines 

Table 1: Aromatic amines as listed in EU Directive 2002/61/EC 

Name CAS number 

4-aminodiphenyl  92-67-1  

Benzidine  92-87-5  

4-chloro-o-toluidine  95-69-2  

2-naphtylamine  91-59-8  

o-aminoazotoluene  97-56-3  

2-amino-4-nitrotoluene  99-55-8  

p-chloroaniline  106-47-8  

2,4-diaminioanisole  615-05-4  

4,4-diaminodiphenylmethane  101-77-9  

3,3-dichlorobenzidine  91-94-1  

3,3-dimethoxybenzidine  119-90-4  

3,3-dimethylbenzidine  119-93-7  

3,3-dimethyl-4,4-diaminodiphenylmethane  838-88-0  

p-cresidine  120-71-8  

4,4-methylene-bis-(2-chloroaniline)  101-14-4  
4,4-oxidianiline  101-80-4  

4,4-thiodianiline  139-65-1  

o-toluidine  95-53-4  

2,4-diaminotoluene  95-80-7  

2,4,5-trimethylaniline  137-17-17  
o-anisidine  90-04-0  

4-aminoazobenzene  60-09-3  
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APPENDIX C Application checklist 

The application checklist guides the applicant through the application and verification process. An 

applicant may collect all information required for the verification of the product and attach the relevant 

documents to their application. The table below summarises the DoC requirements for each criterion 

in the standard. 

 

Criterion 

No. 

Criterion 

Content 

Demonstration of Conformance 

See specification standard for 

details 

Evidence 

Attached 

Complies 

Y/N or 

NA 

Score 

1.A. Legal compliance  

Criterion 1 ILO Compliant 

Supply Chain 

Signed declaration by an Executive 

Officer of the manufacturer 

confirming compliance with all 

conventions mentioned, including but 

not limited to a statement regarding 

the compliance of each Tier 1 

supplier; 

or 

Yes ☐ 

No☐ 

N/A☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

SA8000 certificate from manufacturer 

and Tier 1 suppliers. 

Yes ☐ 

No☐ 

N/A☐ 

 

Criterion 2 Local Labour 

Legislation 

Compliance 

Signed declaration by an Executive 

Officer of the manufacturer 

confirming compliance with relevant 

laws and that no conviction of a 

breach of the relevant law(s) has 

occurred within the last two years, 

including a statement regarding Tier 1 

suppliers 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 3 Workplace Safety 
Signed declaration by an Executive 

Officer of the manufacturer 

confirming compliance with relevant 

law(s)  

OR 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Health and Safety Legal Compliance 

Certificate issued by a certified Health 

and Safety Practitioner. 

Yes ☐ 

No ☐ 

N/A ☐ 
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Criterion 4 BBBEE Compliant 
BBBEE Certificate or  

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Affidavit stating that the 

manufacturer is exempt from 

compliance 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Criterion 5 Environmental 

Laws 

Signed affidavit stating that all 

relevant environmental legislation 

has been adhered to. This may be 

supplemented by evidence of 

environmental authorisation/permits 

for relevant activities. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

1.B. Social and Community Responsibility 

Criterion 6 Local 

Manufacturer 

Statement of the physical location of 

the plant from the Executive Officer of 

the manufacturer. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 7 Community 

Benefit 

Report showing evidence that the 

manufacturer supports the local 

community through investment in a 

community or public benefit facility. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 8 Human Capital 

Development and 

Transformation 

Report detailing the opportunities 

offered by the manufacturer and the 

beneficiaries. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 9 Female 

Ownership 

Evidence of company ownership 

showing at least 25% female 

ownership. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 10 Local Labour 
A report from the manufacturer 

providing statistics regarding the 

locality of the employees. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

1.C. Environmental Responsibility 

Criterion 11 Hazardous 

substances 

prohibited 

Ingredients list for the product and 

Safety Data Sheet for each ingredient, 

identification of potential 

contamination sources. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 
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For exceptions: a signed declaration 

from an Executive Officer of the 

applicant company stating the 

purpose for which the given 

substance is necessary; clearly 

outlining how each chemical is used, 

managed and stored; and evidence 

that human exposure or 

environmental contamination is 

prevented. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Criterion 12 
Water 

management 

Documentation showing an 

Environmental Management System 

(in accordance with SANS/ISO 14001) 

is in place that addresses water 

management, together with relevant 

Water Management Plans.  

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 13 Energy 

consumption 

Documentation showing an 

Environmental Management System 

(in accordance with SANS/ISO 14001) 

is in place that addresses energy 

management, (including renewable 

energy and heat reclamation), 

together with relevant Energy 

Management Plans. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 14 Waste 

management 

Documentation showing an 

Environmental Management System 

in accordance with SANS/ISO 14001 

that addresses waste management. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Waste management plan. 
Yes ☐ 

No ☐ 

N/A ☐ 

 

Criterion 15 Packaging waste 
Copies of instructions on the 

packaging indicating suitable and 

responsible means of disposing of or 

recycling the primary packaging 

material. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 
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Criterion 16 Ozone depleting 

substances 

SDS, chemical names and/or CAS 

numbers for each ingredient and 

cleaning substance, demonstrating 

compliance;  

And 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Signed statement of all substances 

used in the cleaning of production 

equipment. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Criterion 17  Effluent water 
Local by-law requirements must be 

submitted along with the 

documentation demonstrating 

compliance, such as water quality test 

reports. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Water Use Licence issued by the 

Department of Water and Sanitation 

(DWS) 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Resource water quality objectives, 

where determined, according to 

DWS. 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

A declaration of the water treatment 

processes and tests that are 

conducted by the manufacturer, and 

volume of water discharged from the 

manufacturing process, treated and 

discharged to the receiving 

environment. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

2.A. Fit for Purpose 

Criterion 18 Product Type and 

Scope 

Detailed description of the product(s) 

or product range; and 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

 Explanation of applicability of the 

product(s) to the scope of the 

standard 

Yes ☐ 

No ☐ 

N/A ☐ 
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Criterion 19 Fit for Purpose  Detailed description of the product as 

it relates to South African (or other) 

standards 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Independent assessment or test 

reports confirming conformance with 

relevant standard 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Criterion 20 Quality 

management 

system 

Copy ISO 9001 documentation. 

or 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

In-house quality management 

system. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

2.B. Resource Extraction 

Criterion 21 Quarried or 

mined raw 

materials 

Information about the virgin material 

procurement program and records of 

the supplier, nature and geographical 

source of all virgin mined material 

inputs; and  

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Certificates or other evidence of 

implemented EMS; documented mine 

rehabilitation program, and 

community engagement or cultural 

heritage plans. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Criterion 22 Asbestos Copy of procedure in place and proof 

of implementation of the procedure 

(e.g. checklists, testing procedures 

and results)   

Yes ☐ 

No ☒ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 23 Dust Emissions 
Submit documentation proving 
adherence to certain regulations and 
bylaws.  
  
 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

PM10 test results using EN 12341 
test method or equivalent showing 
that limits are met along the border 
of quarry area.  
 

Yes ☐ 

No ☐ 

Yes ☐ 

No ☐ 

N/A ☐ 
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N/A ☐ 

 

Criterion 24 Water 

consumption 

Information about the location and 
characteristics of the bore; including 
calculation of the initial flow rate;   
Relevant bore flow rate reports;   
  
Evidence of procedures and 
measures to minimise the impact of 
water use.  
 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

2.C. Production 

Criterion 25 Cement 

replacement level 

ecoASA certificate for the cement 
used in the concrete; or  
  
  
  

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Information about the type and 
amount of SCM in the cement, and 
calculations showing the Portland 
cement is reduced by 30% (by mass) 
in the product compared to the 
reference case (see Table 1) (refer to 
DoC criterion 26),  
 

Yes ☐ 

No ☐ 

N/A ☐ 

 

For products based on alternative 
cement: Information on the type of 
cement in the product accompanied 
by an EPD or LCA. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Criterion 26 Recycling 

aggregates and 

alternatives 

Signed declaration by an Executive 
Officer of the manufacturer 
confirming compliance  
Annual reports on recycled aggregate 
use and records of the formal 
evaluation process.   
  

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 27 Fine aggregate 

recycling 

Information on type, amount and 

source of material used to replace 

virgin aggregate materials;   

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 28 Prohibited 

substances 

A schedule of the constituent 

chemical substances in g/kg used in 

the manufacture of the product that 

are classified as harmful, and relevant 

SDS; AND  

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 
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A signed declaration from an 

Executive Officer of the applicant 

company stating that the above 

compounds, their functional 

derivatives or in-situ precursors are 

not added to finished products, their 

component parts or be used at any 

stage of the manufacturing process, 

including as preparatory agents, 

cleaners or degreasers in the 

production facility. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Criterion 29 Energy 

consumption – 

clay brick 

Energy audit which includes a 

calculation of the embodied energy of 

each clay masonry product type; and 

(if applicable) signed affidavit by an 

Executive Officer of the manufacturer 

confirming compliance with energy 

consumption requirements, together 

with appropriate documentation and 

test reports.   

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 30 Air emissions-clay 

brick 

Signed affidavit by an Executive 

Officer of the manufacturer 

confirming compliance with air 

emission requirements, together with 

appropriate documentation and test 

reports.   

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 31 Dust 

Management 

Documentation showing an 

Environmental Management System 

(in accordance with ISO 14001) is in 

place which addresses dust 

management, together with relevant 

Dust Management Plan 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

Criterion 32 Particulate 

Matter, NOx and 

SO2 emissions 

 Signed declaration by an 
Executive Officer of the 
manufacturer confirming 
compliance  
 

  

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

 Particular matter, NOx and SO2 
monitored and reported 
according to Schedule A  in the 
Government Notice 686 in 
Gazette 42472 

  

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

2.D. Packaging 

Criterion 33 Recycled content Details of materials used as 

packaging, including information on 

the input of recycled and virgin 

materials reported by weight if 

Yes ☐ 

No ☐ 

Yes ☐ 

No ☐ 

N/A ☐ 
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applicable. The recycled content can 

be averaged over a 12-month period 

to find the amount or range of 

recycled content;  

N/A ☐ 

 

Evidence of recyclability   

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Details of re-use programs for 

transport materials within the 

applicant company. 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Criterion 34 Recyclability  A statement from the manufacturer 

describing the packaging material 

properties (biodegradable, recyclable 

or reusable), including information 

regarding composition of packaging 

materials, chemical names, CAS 

numbers, technical data sheets or SDS 

where applicable; and  

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

A copy of the product information 

sheet showing the recommended 

disposal of packaging material.  

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

If recyclable, evidence must be 

provided that the material can be 

accepted by local recycling plants or 

details must be provided of third 

party agreement for recycling 

content. This evidence may be in the 

form of a signed statement by the 

manufacturer.  

Yes ☐ 

No ☐ 

N/A ☐ 

 

Criterion 35 Halogenated 

substances  

Ingredients list of substance(s) 

incorporated in the packaging 

material.  

This may be made available in the 

information sheet included in the 

packaging or on the packaging or on 

the company website.  

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

2.E. Waste management 
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Criterion 36 Product 

Stewardship 

Copy of instructions outlining the take 

back service including the costs, 

contact details of the take-back 

service, relevant website 

documentation;   

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

 

And where applicable:  

Copy of contractual agreements 

existing between the applicant(s) 

with either of the following: third 

party suppliers, transport companies, 

charities, second hand retailers or 

refurbishment companies.  

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Copy of contractual arrangement 

with local recycler or consumer of 

used product or refurbisher of used 

product.  

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

Incentive scheme to encourage the 

end user to return used product.  

 

Yes ☐ 

No ☐ 

N/A ☐ 

 

For an additional point, evidence 

should also be provided (in the form 

of a short report and verifiable 

testimony) that the take-back policy is 

being effectively implements.  

Yes ☐ 

No ☐ 

N/A ☐ 
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